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EXECUTIVE SUMMARY 

Project Overview 

InControl Technologies, Inc was retained by 8880 Bellaire, Ltd. (the property owner), to provide 
environmental consulting services at the Former Golden Fleetwood Dry Cleaners facility (TCEQ VCP No. 
1160) located at 8880 Bellaire Boulevard in Houston, Harris County, Texas.  The subject property (Site) 
consists of approximately 8-acres of land located west of downtown Houston, Harris County, Texas.  The 
subject property is developed with a retail shopping center.  Golden Fleetwood Dry Cleaners historically 
operated in tenant space G within the Bellaire Boulevard Retail Center.  The former Golden Fleetwood 
Dry Cleaners began dry cleaning operations in 1983 and ceased operations by 2001.     

Approximately 90% of the subject property is covered with parking spaces, walkways and retail space.  
The remaining 10% is covered with decorative landscaped areas.    

Historical Environmental Condition 

To date, 8880 Bellaire, Ltd. has undertaken extensive site investigation activities designed to define the 
nature and extent of the environmental impact from historical releases at the Site.  The property was 
developed in 1979 with a multi-tenant retail shopping center.  In 1983 Golden Fleetwood Dry Cleaners 
began operation in Suite G of the Bellaire Boulevard Retail Center.   

Several site investigations conducted between November 1998 and December 1999 were completed as 
part of a comprehensive study to define the source, nature and extent of impacts to soil and groundwater.  
A Site Investigation Report, dated March 2000, was prepared and submitted to the Texas Natural 
Resource Conservation Commission (TNRCC) summarizing the historical field sampling activities 
conducted at the site.   

Soil – Based on the findings from the site investigations, two soil source areas were identified at the site 
that contained concentrations of several chlorinated solvents above their respective TNRCC groundwater 
protective (GWP) standards for commercial/industrial use properties.  The first source area (Area 1) was 
located in close proximity to the dry cleaning equipment inside the Golden Fleetwood Cleaners.  The 
second source area (Area 2) was located behind the shopping center.   

Excavation activities in Area 2 (behind the dry cleaner tenant space) began in late September and were 
completed on or about October 5, 2000.  The excavation of impacted soil at Area 2 initially consisted of 
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an area approximately 20 feet wide by 90 feet long behind the dry cleaners centered along the storm 
sewer line.  During excavation, soil samples were collected and screened in the field using an organic 
vapor meter (OVM) to monitor the relative absence or presence of organic vapors.  When background 
organic vapor readings were recorded in the field soil samples, delineation samples were collected and 
submitted for analytical analyses. The analytical results were compared to the soil Medium Specific 
Concentration (MSC) based on groundwater protection (GWP-Ind) for industrial/ commerical sites.  Once 
confirmation soil samples demonstrated the sidewall and bottom concentrations were less than the GWP-
Ind standards, the excavation was backfilled with clean select fill in 6- to 8-inch lifts and compacted using 
field equipment.  The storm sewer line was replaced to match the previous existing line, and a new storm 
sewer inlet was installed at the previous location.  The new storm sewer line was plumbed into the 
existing line at the west end of the excavation.   

Once the excavation was backfilled to approximately 6-inches below grade and the storm sewer line 
replaced, a 40-mil thick high density polyethylene (HPDE) flexible membrane liner (FML) was installed 
across the excavation area to prevent future surface water infiltration and eliminate the potential transport 
of remnant chlorinated constituents to the groundwater.  On top of the HDPE liner, a 6-inch concrete slab 
was poured containing 1/2-inch steel reinforcing bars placed on 12-inch centers.  Prior to pouring the 
slab, the area was inspected to verify compliance with applicable City of Houston regulations.   

The excavation activities in Area 1 (inside the dry cleaner tenant space) began on May 7, 2001 and were 
completed on June 13, 2001.  The excavation was completed in 2 steps.  The original excavation was 
planned to be approximately 20-feet long by 6-feet wide by 6-feet deep in the area of the former dry 
cleaning equipment.  However, due to additional contamination identified during the excavation process, 
the excavation was deepened to a depth of 9-feet below ground surface (bgs) and widened to 
approximately 10-feet.  The second excavation began on May 15, 2001.  Site safety constraints along 
with limitations of the excavation equipment prohibited complete excavation of the contaminated soil. 

Similar to the Area 2 excavation activities, confirmation soil samples were collected from the sidewalls 
and bottom of the excavation.  Analytical results were compared to the GWP-Ind standards.  Analytical 
data indicated that the majority of the impacted soils were removed.  The only area where contaminated 
soils remained was at the base of the excavation, in the soils that are beyond the reach of the excavation 
equipment that could be used at the site (due to overhead obstructions with the building interior).  Two 
piping systems were installed at the base of the excavation to allow implementation of two different 
technologies to treat the soils that could not be excavated.  Soil vapor extraction piping was installed to 
allow vapors to be extracted from the excavation.  Potassium permanganate (KmnO4) piping was also 
installed to allow the chemical oxidation process to be implemented directly in the excavation to attack 
those soils at the excavation base.   

The completion of the excavation involved backfilling.  After placement of the gravel bed, a 40-mil high-
density polyethylene (HDPE) flexible membrane liner (FML) was installed to “seal” the excavation floor 
from the surface.  The liner was keyed into the excavation walls by notching the walls al the level of the 
liner, placing the liner into the notch, and placing a bentonite gel into the notch above the liner.  Following 
the liner installation, the excavation was backfilled with select fill.  Lifts 8 to 12-inches thick were placed 
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and compacted until the excavation was fully backfilled.  To provide a mechanism for relief of any 
accumulated vapors in the excavation fill a vent pipe was placed above the select fill and beneath the 
FML moisture barrier.  A 2-inch diameter PVC 0.010-inch slotted schedule 40 screen lateral was placed 
on the surface of the fill, in the center of the excavation and oriented from north to south.  The screen was 
bedded in 20-40 silica sand, which was placed around and above the screen.  Once the excavation was 
backfilled to approximately 6-inches below grade, a 20-mil thick HPDE FML was installed across the 
excavation area to act as a moisture barrier.  On top of the HDPE liner, a 6-inch concrete slab was 
poured containing 1/2-inch steel reinforcing bars placed on 12-inch centers. 

Groundwater – Shallow groundwater was impacted on the subject property, as well as off-site properties 
to the south.  The layout of the shallow groundwater monitoring well network is shown on Figure 6B.  The 
historical plume is comprised of dry cleaning related compounds including tetrachloroethene and its 
breakdown products.   

Tetrachloroethene (PCE) and its breakdown compounds have been detected in groundwater above the 
TCEQ RRS No. 2 MSCs for industrial sites (GW-Ind).  Initially, the preferred alternative for groundwater 
remediation was in-situ chemical oxidation using a potassium permanganate (KMnO4) solution, as 
described in the Phase 2 RAWP dated April 20, 2001.  Injections of the potassium permanganate solution 
commenced in the fall of 2001 and continued periodically through 2002 and into early 2003.  

A Phase 2 Response Action Work Plan Addendum was submitted to the TCEQ in December 2003 that 
proposed installation of a dual-phase high vacuum extraction (DPE) system and the performance of 
enhanced in-situ bioremediation (as a supplement to the previously performed in-situ chemical oxidation). 
The Work Plan Addendum was approved by the TCEQ in its letter of March 3, 2004.  The dual-phase 
high vacuum extraction system was put into operation in August 2004 and was in operation until January 
25, 2006. Monthly update reports were submitted to the TCEQ to document operational parameters 
including flow rates, recovered mass, and discharge monitoring results when the system was in 
operation.  Bioremediation injections were conducted August through November 2005. 

From 2002 to the present, quarterly groundwater monitoring has been performed on the monitoring well 
network located on and adjacent to the subject property.  A review of the most recent groundwater 
sampling data (September 2008) indicates that the only PCE exceedence areas remaining at the site are 
within the plume boundaries designated as Area 1 and Area 2 (Figure 4B).   Quarterly groundwater 
monitoring results are compared to either the RRS #2 MSCs or calculated Alternative Concentration 
Limits (ACLs).   Comparing the most recent quarterly groundwater monitoring data to the Tier 1 GWGWIng 
PCLs for residential properties, PCE, TCE, cis-1,2-DCE, trans-1,2-DCE and VC exceed their respective 
Tier 1 PCLs at certain locations with these two areas (Table F-1).   

The lateral extent of groundwater impact has been horizontally delineated in all directions.   Groundwater 
monitoring wells MW-9, MW-6, MW-7, MW-4, MW-5R and MW-8 are the upgradient delineation points 
and groundwater monitoring wells MW-19, MW-13, MW-17, MW-18 and MW-20 are the downgradient 
delineation points.  Area 1 and Area 2 are separated by monitoring wells MW-11, MW-2, MW-3 and MW-
12.     
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A comparison of the sampling results from as early as February 1999 through September 2008 indicates 
that the area of impact has reduced substantially over time.  COC concentrations in the source area well 
MW-15 have been decreasing over the sampling history of the site.   

Eleven (11) water wells were identified within a ½-mile radius of the proposed MSD boundary.  Only one 
(1) of the eleven (11) identified water wells are listed as domestic wells and five (5) are listed as public 
supply wells.  Three (3) of the five (5) water wells are listed as “plugged”.  The domestic well is located 
almost 1,200-feet north (upgradient) from the proposed MSD boundary. This well is completed at a depth 
of 497-feet bgs and screened from 477- to 497-ft bgs.   This well is drawing water from a zone much 
deeper than the impacted zone at the former Golden Fleetwood Cleaners.  The nearest public water 
supply well is located greater than 900-feet southeast (cross-gradient) from the proposed MSD boundary.  
The public water supply well is owned by the City of Houston and is completed at a depth of greater than 
1,000-ft bgs and is screened below a depth of 584-ft bgs; a zone much deeper than the impacted zones 
at the former Golden Fleetwood Cleaners.  There are no sensitive receptors within 500-feet of the 
proposed MSD boundary.  The nearest receptor is a drainage ditch located approximately 615-feet west 
of the proposed MSD boundary followed by Brays Bayou located greater than 1-mile west-southwest of 
the proposed MSD boundary.   
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Appendix B – Site Maps 

The figures set out in this section provide information required under Item 2.  The maps depict the 
property location and topography, the area of groundwater contamination, the location of all soil sampling 
points and groundwater monitoring wells, the groundwater gradient, and the soil and groundwater PCL 
exceedence zones. 

The following is a listing of figures included in Appendix B.  

Figure 1B – Site location and topographic Map 
Figure 2B – Watershed Map 
Figure 3B – Floodplain Map 
Figure 4B – Groundwater PCLE zone  
Figure 5B – Soil sampling locations 
Figure 6B – Groundwater sampling locations 
Figure 7B – Groundwater Gradient Map (February 2008) 
Figure 8B-1 – Groundwater PCL exceedence zone map (PCE) 
Figure 8B-2 – Groundwater PCL exceedence zone map (TCE) 
Figure 8B-3 – Groundwater PCL exceedence zone map (cis-1,2-DCE) 
Figure 8B-4 – Groundwater PCL exceedence zone map (VC) 
 

The subject property is located within the Brays Bayou watershed (Figure 2B).  The site is not located in 
the 100-year floodplain (Figure 3B).   
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Appendix C – Property Use 

The subject property (Site) consists of approximately 8-acres of land located west of downtown Houston, 
Harris County, Texas.  The affected property is located in a mixed commercial/residential area comprised 
mostly of strip centers, restaurants, gas stations, convenience stores, residential neighborhoods and two 
high school campuses (Figure 1C).   The property was developed in 1979 with the current retail shopping 
center.  Historically, the former Golden Fleetwood Dry Cleaners occupied a tenant space in the retail strip 
center and operated tetrachloroethene dry cleaning equipment.  Dry cleaning operations began in 1983 
and ceased by 2001. 

Approximately 90% of the subject property is covered with parking spaces, walkways and retail space 
(Figure 1C).  The remaining 10% is covered with decorative landscaped areas.  Future use of the subject 
property is anticipated to remain commercial. 

Figure 1C (found in Appendix C) provides a description of the surrounding land use within 500-feet of 
the site.   

• North – The subject property is bounded to the north by Strake Jesuit College Preparatory School 
and, substantially further north, followed by residential development. 

• East – The subject property is bounded to the east by a Fiesta Food Mart followed by the 
Gessner Road right-of-way and, further east, residential development.    

• South – The subject property is bounded to the south by the Bellaire Boulevard right of way, 
followed by residential development.   

• West – The subject property is bounded to the west by Strake Jesuit College Preparatory School, 
followed by a drainage ditch.    
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Appendix D – PCLE Zone Discussion  

A) A review of recent groundwater sampling data (March 2008) indicates that the COCs that currently 
exceed the Tier 1 GWGWIng PCLs are tetrachloroethene (PCE), trichloroethene (TCE) cis-1,2-
dichloroethene (cis-1,2-DCE), trans-1,2-dichloroethene (trans-1,2-DCE)and vinyl chloride (VC).  Monitor 
wells located on the surrounding properties indicate the groundwater PCLE zone is within the subject 
property.  The area of groundwater impact is delineated in all directions (Figure 4B). 

Based on a review of boring logs, the shallow groundwater on the subject property is first encountered at 
a depth of approximately 14- to 16-feet below ground surface (ft bgs) (UTZ).  The bottom of the UTZ is 
estimated at approximately 30-ft bgs.   

 A comparison of the recent groundwater sampling results (September 2008) with applicable non-
ingestion protective concentration levels (AirGWInh-V) indicates that none of the groundwater samples 
reported a COC concentration above the AirGWInh-V PCL.  Therefore, based on the recent groundwater 
monitoring results, there is no non-ingestion protective concentration level exceedence zone on the 
subject property. 

B) The following table represents the groundwater ingestion PCL exceedences that were reported from 
the September 2008 monitoring event: 

Table D1 – Groundwater Ingestion PCL Exceedences 

  PCE 
(mg/L) 

TCE 
(mg/L) 

Cis-1,2-DCE 
(mg/L) 

Trans-1,2-
DCE (mg/L) 

VC 
(mg/L) 

Tier 1 GWGWIng PCLs 0.005 0.005 0.07 0.1 0.002 
Tier 1 AirGWInh-V PCLs 330 160 16,000 10,000 3.6 

Monitoring 
Well ID 

Sample 
Date 

Concentration (mg/L) 

MW-1R 9/2/08 0.270 0.330 20.0 0.140 3.7 
MW-2 9/2/08 ND ND 0.0051 ND 0.0044 
MW-3 9/2/08 0.0850 0.180 4.4 0.063 0.210 
MW-4 9/2/08 0.0027 0.003 0.19 0.003 0.110 
MW-6 9/2/08 0.0078 0.0057 1.10 0.0085 0.08 
MW-10R 9/2/08 1.4 0.440 5.30 0.03 0.940 
MW-11 9/2/08 0.0013 0.0082 0.042 ND 0.0017 
MW-13 9/3/08 0.0015 ND 0.0073 0.0019 0.0096 
MW-15 9/3/08 17.0 3.4 14.0 0.49 2.0 
MW-17 9/2/08 0.0054 ND 0.28 ND 0.05 

 
Notes – Values in Bold exceed the GWGWIng PCL (ingestion PCLE) 

Values in Bold Italics exceed the AirGWInh-V PCL (non-ingestion PCLE) 
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Groundwater COC concentrations tabulated above are less than the AirGWInh-V non-ingestion PCLs.  
Therefore, based on the September 2008 monitoring data there is no non-ingestion PCLE zone on the 
subject property. 

C) The chlorinated solvents (PCE, TCE, cis-1,2-DCE, trans-1,2-DCE, 1,1-DCE and VC) detected in 
groundwater samples are associated with the former dry cleaning operations at the former Golden 
Fleetwood Dry Cleaners.   

Chlorinated solvents are characterized by their high volatilities, high densities, low viscosities, low 
interfacial tension, low absolute solubilities, high relative solubilities, low portioning to soil materials and 
low degradability.  Chlorinated solvents will dissolve in water at low concentrations but once the 
groundwater has reached the saturation limit for that compound, the chlorinated solvent will form a 
separate phase in equilibrium with the water.  Because chlorinated solvents have higher densities relative 
to water, the separate phase will “sink”.  These compounds are referred to as “dense non-aqueous phase 
liquids” (DNAPLs).  In high concentrations DNAPLs will be able to penetrate the water table and form 
“pools” on the top of less permeable layers.  Historically, DNAPL has not been identified in any of the 
monitor wells within the groundwater monitor well network.   

The rate of flow of a DNAPL through a geologic medium is dependent on the density and viscosity of the 
DNAPL, the pressure driving the DNAPL, the intrinsic permeability of the geologic medium and the 
degree of DNAPL saturation of the pore spaces of the medium.  Dissolved phase chlorinated solvents will 
move with groundwater flow.  Chlorinated solvents will weakly bind to soil and rock meaning that sorption 
to soils will not significantly retard the movement of a chlorinated solvent.           

Based on the field observations and laboratory results, it appears that the groundwater contaminants on 
the subject property are primarily dissolved in the shallow groundwater.  A review of the off-site 
groundwater sampling results indicates that the dissolved phase COCs have migrated off-site in the 
eastern and southern directions.   
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Appendix E – COCs in Designated Groundwater Discussion  

A) Refer to Appendix D for a discussion of the contaminants of concern (COC) in the ingestion 
protective concentration level (PCL) exceedence zone. Current groundwater sampling results 
indicate that there are five identified COCs (PCE, TCE, cis-1,2-DCE, trans-1,2-DCE and VC) that 
exceed the ingestion protective concentration levels on the subject property.   

B) Refer to Table D1 for a tabulated comparison of COC concentrations with the respective TRRP 
Protective Concentration Levels (PCLs) 

C) Refer to Appendix D for a discussion of the basic geochemical properties of the contaminants of 
concern (COCs) in the ingestion PCL exceedence zone.  
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Appendix F – Summary of Soil and Groundwater Concentration Data 

Appendix F contains tables summarizing the concentration levels for the primary chemicals of concern in 
soil and groundwater.  The tables include the concentration level, the ingestion protective concentration 
limits (GWSoilIng for soil and GWGWIng

 for groundwater), the non-ingestion protective concentration limits for 
soil (TotSoilComb and AirSoilInh-V ) and groundwater (AirGWInh-V), the critical protective concentration limits 
assuming no MSD is in place (GWSoilIng for soil and and GWSoilIng for groundwater), and the critical PCLs 
assuming that an MSD is in place (TotSoilComb for soil and AirGWInh-V  for groundwater).   



Table F-1
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Monitoring Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
Well Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.005 0.005 0.07 0.1 0.002

330 160 16,000 10,000 3.6

Tier 1 GWGWIng Critical PCL 
without MSD

Tier 1 AirGWInh-V Critical 
PCL with MSD

10/8/03 <0.001 <0.001 <0.001 <0.001 <0.001
MW-2 1/28/04 0.0043 <0.001 0.035 <0.001 0.0048

(Continued) 4/8/04 0.0050 <0.001 0.051 <0.001 0.0092
7/12/04 0.0051 <0.001 0.042 <0.001 0.0052
11/15/04 0.0013 <0.001 0.011 <0.001 0.0024
2/10/05 0.0034 <0.001 0.0033 <0.001 <0.001
5/17/05 0.0130 <0.001 0.0015 <0.001 <0.001
8/31/05 0.0075 <0.001 0.0015 <0.001 <0.001
11/3/05 0.0037 0.0017 0.0018 <0.001 <0.001
2/8/06 <0.005 <0.005 <0.005 <0.005 <0.005
5/17/06 <0.001 <0.001 0.005 <0.001 <0.001
8/30/06 <0.001 <0.001 0.0022 <0.001 0.0039
11/21/06 <0.001 <0.001 0.0016 <0.001 0.0024
2/6/07 <0.001 <0.001 <0.001 <0.001 <0.001
9/5/07 <0.001 <0.001 <0.001 <0.001 <0.001
2/20/08 <0.001 <0.001 0.0027 <0.001 0.0020
9/2/08 <0.001 <0.001 0.0051 <0.001 0.0044

MW-3 6/24/99 3.0 0.76 2.6 0.022 0.27
11/29/00 1.8 0.78 1.7 0.012 0.17
2/27/01 2.3 0.52 1.3 <0.01 0.16
8/9/01 3.0 0.58 1.7 0.026 0.23
2/25/02 0.0012 <0.001 <0.001 <0.001 <0.001
5/28/02 0.12 <0.001 <0.001 <0.001 <0.001
7/17/02 <0.001 <0.001 <0.001 <0.001 <0.001
9/17/02 <0.001 <0.001 <0.001 <0.001 <0.001
1/7/03 0.23 <0.001 <0.001 <0.001 <0.001
4/25/03 0.51 <0.001 <0.001 <0.001 <0.001
7/16/03 2.8 0.18 0.53 <0.005 0.030
10/8/03 3.7 0.45 1.60 <0.01 0.087
1/28/04 4.0 0.28 1.2 <0.001 0.068
4/7/04 2.9 0.29 1.0 <0.010 0.064

7/12/04 2.1 0.15 0.81 0.0086 0.094
11/15/04 0.69 0.087 3.1 0.0095 0.460
2/10/05 0.14 0.014 0.18 0.0013 0.036
5/17/05 0.13 0.018 0.11 <0.001 0.016
9/1/05 0.065 0.016 0.061 <0.005 <0.005
11/3/05 0.038 0.0078 0.051 0.004 0.004
2/8/06 <0.005 <0.005 <0.005 <0.005 <0.005
5/17/06 <0.001 <0.001 0.010 0.024 <0.001
8/30/06 <0.001 <0.001 0.017 <0.001 0.0063
11/20/06 0.220 0.066 0.320 0.0091 0.099
2/6/07 0.061 0.008 0.570 0.0049 0.180
5/14/07 0.018 0.009 1.700 0.0052 0.590
9/5/07 0.005 0.004 2.000 0.0140 0.810

11/26/07 0.003 0.006 1.700 0.0033 0.890
2/19/08 0.0014 0.002 1.100 0.0240 0.670
5/30/08 0.0009 J 0.0009 J 0.290 0.0019 0.190
9/2/08 0.0850 0.180 4.400 0.0630 0.210

Page 2 of 14 InControl Technologies, Inc.



Table F-1
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Monitoring Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
Well Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.005 0.005 0.07 0.1 0.002

330 160 16,000 10,000 3.6

Tier 1 GWGWIng Critical PCL 
without MSD

Tier 1 AirGWInh-V Critical 
PCL with MSD

MW-4 6/24/99 2.7 0.2 8.9 0.034 1.2
11/28/00 13.0 0.14 0.41 <0.05 <0.05
2/27/01 11.0 0.13 0.29 <0.05 <0.05
8/9/01 3.4 0.074 0.18 <0.01 <0.01
2/25/02 3.1 0.043 0.15 <0.025 <0.025
5/28/02 2.0 0.049 0.15 0.0037 0.0023
7/17/02 3.6 0.081 0.22 <0.020 <0.020
9/17/02 2.0 0.038 0.13 <0.020 <0.020
1/7/03 0.56 0.039 0.25 <0.010 <0.010
4/25/03 0.48 0.025 0.091 <0.001 <0.001
7/16/03 0.62 0.016 0.056 <0.001 <0.001
10/8/03 0.48 0.015 0.046 <0.005 <0.005
1/28/04 0.85 0.042 0.095 0.002 0.0014
4/8/04 0.84 0.022 0.064 <0.005 <0.005
7/14/04 1.40 0.990 6.000 <0.025 1.0
11/12/04 0.89 0.054 0.073 <0.005 0.0096
2/14/05 2.30 0.087 0.330 <0.005 0.0570
5/28/05 1.40 0.077 0.190 0.001 0.0270
8/31/05 0.19 0.046 1.100 0.006 0.0066
11/3/05 0.033 0.009 1.400 0.062 0.004
2/8/06 0.005 0.002 2.000 0.012 0.170
5/17/06 0.280 0.260 6.700 0.250 0.740
8/30/06 2.200 0.670 1.700 0.130 0.061
11/21/06 0.450 0.390 19.000 0.680 1.100
2/6/07 0.150 0.099 6.30 <0.025 0.320
5/14/07 0.019 0.0013 0.51 0.0022 0.130
9/5/07 0.020 0.0047 0.45 0.0018 0.130

11/26/07 0.008 0.0012 0.14 0.0015 0.085
2/21/08 0.0018 <0.001 0.0073 <0.001 <0.001
5/30/08 0.0015 0.00063 J 0.097 0.0009 J 0.066
9/2/08 0.0027 0.003 0.19 0.003 0.110

MW-5R 11/28/00 <0.001 0.0015 0.028 <0.001 0.0024
2/27/01 0.025 0.0034 0.069 <0.001 0.0095
8/9/01 0.045 0.029 0.26 <0.005 0.039
2/25/02 0.033 0.015 0.13 <0.001 0.02
5/28/02 0.022 0.013 0.099 <0.001 0.016
7/17/02 0.018 0.011 0.076 <0.001 0.017
9/17/02 0.015 0.008 0.085 <0.001 0.013
1/7/03 0.024 0.013 0.11 <0.001 0.011
4/25/03 0.074 0.049 0.59 <0.001 0.023
7/16/03 0.098 0.067 0.70 0.0015 0.073
10/8/03 0.036 0.026 0.27 <0.001 0.027
1/28/04 0.028 0.018 0.23 <0.001 0.026
4/8/04 0.051 0.034 0.44 <0.001 0.063
7/14/04 0.075 0.034 0.78 0.0018 0.073
11/16/04 0.045 0.039 0.81 0.0019 0.130
2/10/05 0.055 0.043 0.99 0.0051 0.160
5/18/05 0.059 0.042 1.30 0.012 0.200
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Table F-1
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Monitoring Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
Well Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.005 0.005 0.07 0.1 0.002

330 160 16,000 10,000 3.6

Tier 1 GWGWIng Critical PCL 
without MSD

Tier 1 AirGWInh-V Critical 
PCL with MSD

MW-5R 8/31/05 0.008 0.009 0.81 0.0063 0.074
(Continued) 11/3/05 0.0013 <0.001 0.28 0.022 0.018

2/8/06 <0.005 <0.005 <0.005 <0.005 <0.005
5/18/06 <0.001 <0.001 0.0023 <0.001 0.0021
8/30/06 <0.001 <0.001 0.0028 <0.001 <0.001
11/20/06 <0.001 <0.001 0.0037 <0.001 <0.001
2/6/07 <0.001 <0.001 0.0041 <0.001 <0.001
5/14/07 <0.001 <0.001 0.0095 <0.001 0.0067
9/5/07 <0.001 <0.001 0.0670 <0.001 0.0490

11/26/07 <0.001 <0.001 0.1200 <0.001 0.0700
2/21/08 <0.001 <0.001 0.043 <0.001 0.026
5/30/08 <0.00049 0.00035 J 0.280 0.00075 J 0.220
9/2/08 <0.001 <0.001 0.010 <0.001 0.0016

MW-6 6/24/99 18.0 0.55 1.6 <0.010 0.24
11/28/00 0.29 0.011 0.054 <0.001 0.012
2/27/01 0.31 0.0069 0.036 <0.001 0.0043
8/9/01 3.7 0.17 0.73 <0.025 0.18
2/25/02 2.1 <0.05 0.056 <0.05 <0.001
5/28/02 0.27 0.043 3.3 0.011 0.065
7/17/02 1.3 0.17 0.83 <0.025 0.068
9/17/02 0.99 0.1 0.14 <0.025 <0.025
1/7/03 2.9 0.086 0.13 <0.010 <0.010
4/25/03 5.1 0.77 2.1 <0.025 0.11
7/16/03 6.1 2.3 12.0 0.049 1.9
10/8/03 5.5 0.62 1.3 <0.025 0.2
1/28/04 4.3 0.21 0.44 <0.001 0.028
4/8/04 5.5 0.79 3.50 0.017 0.490
7/14/04 9.1 3.30 <0.100 <0.100 3.100
11/12/04 1.6 0.15 0.26 <0.005 0.037
12/21/04 2.2 0.28 0.51 <0.025 0.044
2/10/05 3.2 0.31 0.88 <0.005 0.081
5/17/05 4.9 0.41 1.10 0.0057 0.160
8/18/05 1.8 0.18 0.49 <0.005 0.082
11/3/05 0.064 0.013 2.30 0.140 0.740
2/8/06 <0.005 <0.005 0.02 <0.005 0.013
5/18/06 0.0027 0.001 0.57 0.0083 0.700
8/30/06 0.0090 0.0023 0.18 0.014 0.058
11/21/06 <0.001 <0.001 0.0072 <0.001 0.0095
2/6/07 <0.001 <0.001 0.0099 <0.001 0.0088
5/14/07 0.0012 0.010 0.120 0.0012 0.099
9/5/07 0.0027 0.007 8.400 0.0750 3.800

11/26/07 0.0050 0.007 0.840 0.0016 0.270
2/21/08 <0.005 0.011 1.90 0.032 0.650
5/30/08 0.013 J 0.015 J 18.00 0.034 3.900
9/2/08 0.0078 0.0057 1.10 0.0085 0.080
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Table F-1
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Monitoring Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
Well Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.005 0.005 0.07 0.1 0.002

330 160 16,000 10,000 3.6

Tier 1 GWGWIng Critical PCL 
without MSD

Tier 1 AirGWInh-V Critical 
PCL with MSD

MW-7 12/28/00 0.19 <0.001 <0.001 <0.001 <0.001
2/27/01 0.078 0.0012 <0.001 <0.001 <0.001
8/9/01 0.045 0.0012 0.0024 <0.001 <0.001
2/25/02 0.024 <0.001 <0.001 <0.001 <0.001
5/28/02 0.027 0.0013 <0.001 <0.001 <0.001
7/17/02 0.017 0.0021 0.0012 <0.001 <0.001
9/17/02 0.010 0.002 0.001 <0.001 <0.001
1/7/03 0.0096 0.0019 <0.001 <0.001 <0.001
4/25/03 0.014 0.0031 <0.001 <0.001 <0.001
7/16/03 0.009 0.0038 0.0013 <0.001 <0.001
10/8/03 0.0066 0.0039 0.0013 <0.001 <0.001
1/28/04 0.0047 0.0031 <0.001 <0.001 <0.001
4/8/04 0.010 0.0027 <0.001 <0.001 <0.001
7/9/04 0.0049 0.0028 <0.001 <0.001 <0.001

11/17/04 0.009 0.0018 <0.001 <0.001 <0.001
2/14/05 0.014 0.0024 <0.001 <0.001 <0.001
5/18/05 0.0076 0.0026 <0.001 <0.001 <0.001
8/30/05 0.0027 0.0024 <0.001 <0.001 <0.001
11/3/05 0.0033 0.0027 <0.001 <0.001 <0.001
2/8/06 0.0034 0.0027 0.001 <0.001 <0.001
5/17/06 0.0035 0.0022 <0.001 <0.001 <0.001
8/30/06 0.025 <0.001 <0.001 <0.001 <0.001
11/20/06 <0.001 <0.001 0.017 <0.001 <0.001
2/7/07 <0.001 <0.001 0.015 <0.001 <0.001
9/5/07 <0.001 <0.001 0.014 <0.001 0.0063
2/19/08 <0.001 <0.001 0.014 0.0014 0.0051
9/2/08 <0.001 <0.001 0.0015 <0.001 <0.001

MW-8 11/28/00 <0.001 0.001 0.019 <0.001 0.0014
2/27/01 <0.001 <0.001 <0.001 <0.001 <0.001
8/9/01 0.001 <0.001 <0.001 <0.001 <0.001
2/25/02 0.0044 <0.001 <0.001 <0.001 <0.001
5/28/02 0.0042 <0.001 <0.001 <0.001 <0.001
7/17/02 <0.001 <0.001 <0.001 <0.001 <0.001
9/17/02 <0.001 <0.001 <0.001 <0.001 <0.001
1/7/03 <0.001 <0.001 <0.001 <0.001 <0.001
4/25/03 0.0013 <0.001 <0.001 <0.001 <0.001
7/16/03 <0.001 <0.001 <0.001 <0.001 <0.001
10/8/03 <0.001 <0.001 <0.001 <0.001 <0.001
1/28/04 <0.001 <0.001 <0.001 <0.001 <0.001
4/8/04 0.0017 <0.001 <0.001 <0.001 <0.001
7/14/04 0.0014 <0.001 <0.001 <0.001 <0.001
11/16/04 <0.001 <0.001 <0.001 <0.001 <0.001
2/10/05 0.0021 <0.001 <0.001 <0.001 <0.001
5/18/05 <0.001 <0.001 <0.001 <0.001 <0.001
8/30/05 <0.001 <0.001 <0.001 <0.001 <0.001
11/2/05 <0.001 <0.001 <0.001 <0.001 <0.001
2/8/06 <0.001 <0.001 <0.001 <0.001 <0.001
5/18/06 <0.001 <0.001 <0.001 <0.001 <0.001
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Table F-1
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Monitoring Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
Well Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.005 0.005 0.07 0.1 0.002

330 160 16,000 10,000 3.6

Tier 1 GWGWIng Critical PCL 
without MSD

Tier 1 AirGWInh-V Critical 
PCL with MSD

MW-8 8/30/06 <0.001 <0.001 <0.001 <0.001 <0.001
(Continued) 11/20/06 <0.001 <0.001 <0.001 <0.001 <0.001

2/6/07 <0.001 <0.001 <0.001 <0.001 <0.001

MW-9 11/28/00 0.011 0.0025 0.029 <0.001 0.0014
2/27/01 0.0034 0.0015 0.054 <0.001 <0.001
8/9/01 0.0037 0.0018 0.025 <0.001 <0.001
2/25/02 0.034 <0.001 0.0037 <0.001 <0.001
5/28/02 0.012 <0.001 0.0061 <0.001 <0.001
7/17/02 0.0053 0.0016 0.0078 <0.001 <0.001
9/17/02 <0.001 <0.001 0.016 <0.001 <0.001
1/7/03 0.0012 <0.001 0.002 <0.001 <0.001
4/25/03 0.0012 <0.001 0.0048 <0.001 <0.001
7/16/03 <0.001 <0.001 <0.001 <0.001 <0.001
10/8/03 <0.001 <0.001 <0.001 <0.001 <0.001
1/28/04 <0.001 <0.001 <0.001 <0.001 <0.001
4/8/04 0.0022 <0.001 0.017 <0.001 0.0038
7/13/04 <0.001 <0.001 0.020 <0.001 0.0084
11/12/04 <0.001 <0.001 0.0079 <0.001 0.0023
2/14/05 <0.001 <0.001 0.0038 <0.001 <0.001
5/18/05 <0.001 <0.001 0.0030 <0.001 0.0025
8/30/05 <0.001 <0.001 0.0060 <0.001 <0.001
11/2/05 <0.001 <0.001 0.0028 <0.001 <0.001
2/8/06 <0.010 <0.010 <0.010 <0.010 <0.010
5/18/06 <0.005 <0.005 <0.005 <0.005 <0.005
8/30/06 <0.001 <0.001 <0.001 <0.001 <0.001
11/21/06 <0.001 <0.001 <0.001 <0.001 <0.001
2/6/07 <0.001 <0.001 <0.001 <0.001 <0.001

MW-10R 11/28/00 8.6 0.35 2.5 <0.100 0.24
2/27/01 40 1.5 9.7 <0.500 1.4
8/9/01 27 2.6 9.5 0.11 1.3
2/25/02 2.4 0.2 0.69 <0.025 0.053
5/28/02 13 0.55 1.4 0.022 <0.020
7/17/02 25 0.54 2.3 0.097 <0.050
9/17/02 19 0.76 4.4 0.083 0.13
1/7/03 6.3 <0.025 <0.025 <0.025 <0.025
4/25/03 0.097 <0.001 <0.001 <0.001 <0.001
7/16/03 6.9 <0.010 <0.010 <0.010 <0.010
10/8/03 3.5 0.280 0.710 <0.010 <0.010
1/28/04 6.8 1.0 4.3 0.021 0.25
4/7/04 4.5 0.710 2.7 0.033 0.28
7/12/04 3.2 0.500 2.7 0.014 0.26
10/6/04 0.11 0.044 0.12 0.0011 0.013
11/16/04 0.12 0.034 0.071 <0.001 0.0075
12/21/04 0.017 0.015 0.012 <0.001 0.0013
2/10/05 0.048 0.018 0.036 <0.001 0.0030
5/17/05 0.011 0.012 0.011 <0.001 0.0012
8/31/05 0.017 0.012 0.016 <0.001 0.0013
11/3/05 0.015 0.015 0.014 <0.001 0.0015
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Table F-1
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Monitoring Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
Well Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.005 0.005 0.07 0.1 0.002

330 160 16,000 10,000 3.6

Tier 1 GWGWIng Critical PCL 
without MSD

Tier 1 AirGWInh-V Critical 
PCL with MSD

2/9/06 0.017 0.012 0.017 <0.001 0.0013
5/17/06 0.018 0.013 0.016 <0.001 0.0014

MW-10R 8/30/06 0.016 0.011 0.023 0.0018 0.0023
(Continued) 11/20/06 0.026 0.012 0.062 <0.001 0.0047

2/5/07 0.073 0.023 0.180 0.0014 0.017
5/14/07 0.170 0.046 0.230 0.0012 0.033
9/5/07 0.170 0.042 0.230 0.0013 0.031

11/26/07 0.200 0.048 0.210 <0.005 0.022
2/19/08 0.330 0.066 0.280 0.0036 0.0290
5/30/08 0.400 0.069 0.270 0.0018 0.0370
9/2/08 1.400 0.440 5.300 0.03 0.940

MW-11 11/28/00 0.25 0.091 0.21 0.0014 0.019
2/27/01 0.11 0.029 0.13 <0.001 0.0097
8/9/01 0.039 0.0094 0.042 <0.005 <0.005
2/25/02 0.011 0.0014 0.0071 <0.001 <0.001
5/28/02 0.095 0.028 0.11 <0.001 0.012
7/17/02 0.380 0.2 0.55 0.0041 0.047
9/17/02 0.032 0.015 0.064 <0.001 0.004
1/7/03 0.013 0.0055 0.048 <0.001 0.0062
4/25/03 0.0081 0.0011 0.01 <0.001 0.003
7/16/03 0.12 0.053 0.23 0.0012 0.051
10/8/03 0.32 0.190 0.68 <0.005 0.110
1/28/04 0.29 0.12 0.53 0.0051 0.091
4/8/04 0.35 0.15 0.64 0.0034 0.046
7/12/04 0.30 0.15 0.51 0.0055 0.089
11/11/04 0.006 0.0042 0.027 <0.001 0.0037
2/10/05 0.075 0.03 0.16 0.001 0.021
5/17/05 0.039 0.017 0.071 <0.001 0.005
8/31/05 0.003 <0.001 0.006 <0.001 <0.001
11/3/05 0.0011 <0.001 0.014 0.0017 <0.001
2/8/06 <0.005 <0.005 0.031 <0.005 <0.005
5/17/06 <0.001 <0.001 0.011 <0.001 0.018
8/30/06 <0.001 <0.001 0.012 <0.001 0.0063
11/20/06 <0.001 <0.001 0.0065 <0.001 0.0026
2/6/07 <0.001 <0.001 0.0120 <0.001 0.004
5/14/07 <0.001 <0.001 0.013 <0.001 0.0092
9/5/07 <0.001 <0.001 0.024 <0.001 0.0200

11/26/07 <0.001 <0.001 0.005 <0.001 0.0100
2/20/08 <0.001 <0.001 0.021 <0.001 0.0058
5/30/08 0.0006 J 0.00044 J 0.028 0.00046 J 0.0140
9/2/08 0.0013 0.0082 0.042 <0.001 0.0017

MW-12 11/29/00 0.08 0.0024 0.0033 <0.001 <0.001
2/27/01 0.039 <0.001 0.001 <0.001 <0.001
8/9/01 0.026 <0.001 0.001 <0.001 <0.001
2/25/02 0.032 0.0086 <0.001 <0.001 <0.001
5/28/02 0.016 0.018 0.0018 <0.001 <0.001
7/17/02 0.0083 0.014 <0.001 <0.001 <0.001
9/17/02 0.004 0.006 <0.001 <0.001 <0.001
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Table F-1
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Monitoring Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
Well Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.005 0.005 0.07 0.1 0.002

330 160 16,000 10,000 3.6

Tier 1 GWGWIng Critical PCL 
without MSD

Tier 1 AirGWInh-V Critical 
PCL with MSD

1/7/03 0.0089 0.0049 0.0014 <0.001 <0.001
4/25/03 0.0092 0.011 0.0032 <0.001 <0.001

MW-12 7/16/03 0.0034 0.0079 0.0012 <0.001 <0.001
(Continued) 10/8/03 0.0054 0.011 <0.001 <0.001 <0.001

1/28/04 0.0021 0.01 <0.001 <0.001 <0.001
4/7/04 0.0048 0.0079 <0.001 <0.001 <0.001
7/12/04 <0.001 0.0092 <0.001 <0.001 <0.001
11/15/04 <0.001 0.0017 <0.001 <0.001 <0.001
2/10/05 <0.001 0.0021 <0.001 <0.001 <0.001
5/17/05 <0.001 0.0022 <0.001 <0.001 <0.001
8/30/05 0.0036 0.0075 <0.001 <0.001 <0.001
11/2/05 <0.001 <0.001 0.0046 <0.001 <0.001
2/9/06 <0.005 <0.005 0.019 <0.005 <0.005
5/17/06 <0.001 <0.001 0.0075 <0.001 <0.001
8/30/06 <0.001 0.001 0.0028 <0.001 0.0012
11/20/06 <0.001 <0.001 0.0044 <0.001 <0.001
2/5/07 <0.001 0.0013 0.0042 <0.001 <0.001

MW-13 11/29/00 <0.001 <0.001 <0.001 <0.001 <0.001
2/27/01 1.8 0.078 0.57 <0.01 0.08
8/9/01 2.5 0.1 0.46 0.011 0.28
2/25/02 2.6 0.073 0.61 0.0083 0.18
5/28/02 3.2 0.056 0.4 <0.01 0.072
7/17/02 4.9 0.089 0.61 0.012 0.46
9/17/02 3.4 0.023 0.49 <0.010 0.14
1/7/03 3.4 0.017 0.19 <0.010 <0.010
4/25/03 4.1 0.044 0.61 <0.025 0.10
7/16/03 5.6 0.09 0.53 0.0086 0.27
10/8/03 4.2 0.059 0.72 <0.01 0.26
1/27/04 3.0 0.077 0.68 0.011 0.19
4/7/04 2.7 0.070 0.72 0.0096 0.13
7/13/04 2.3 0.045 0.45 0.0170 0.15
10/6/04 0.26 0.034 0.33 0.0075 0.11
11/17/04 0.45 0.030 0.30 0.0081 0.21
12/21/04 0.26 0.0097 0.14 <0.005 0.06
2/9/05 0.18 0.014 0.11 0.0022 0.047
3/17/05 0.52 0.019 0.19 0.0044 0.110
5/19/05 0.28 0.018 0.22 0.0047 0.077
9/1/05 0.061 0.0088 0.075 0.0010 0.022
11/3/05 0.009 0.0013 0.062 0.0038 0.0083
2/9/06 0.003 <0.001 0.029 0.0022 0.026
5/18/06 0.002 <0.001 0.005 0.0069 0.0035
8/29/06 0.0094 0.001 0.0089 0.0022 0.0046
11/21/06 <0.001 <0.001 0.014 0.0012 0.0033
2/7/07 0.0012 0.0021 0.056 0.0024 0.0290
5/14/07 0.022 0.028 0.140 0.0051 0.120
9/6/07 0.009 0.002 0.018 <0.001 0.0074

11/27/07 <0.001 <0.001 0.009 <0.001 0.0069
2/20/08 <0.001 <0.001 0.0071 <0.001 0.006
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Table F-1
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Monitoring Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
Well Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.005 0.005 0.07 0.1 0.002

330 160 16,000 10,000 3.6

Tier 1 GWGWIng Critical PCL 
without MSD

Tier 1 AirGWInh-V Critical 
PCL with MSD

MW-13 5/30/08 <0.00049 <0.00025 0.0064 0.00065 J 0.0057
(Continued) 9/3/08 0.0015 <0.001 0.0073 0.0019 0.0096

MW-14 11/29/00 <0.001 <0.001 <0.001 <0.001 <0.001
2/27/01 <0.001 <0.001 <0.001 <0.001 <0.001
8/9/01 <0.001 <0.001 <0.001 <0.001 <0.001
2/25/02 0.0043 <0.001 <0.001 <0.001 <0.001
5/28/02 0.0043 <0.001 <0.001 <0.001 <0.001
7/17/02 <0.001 <0.001 <0.001 <0.001 <0.001
9/17/02 <0.001 <0.001 <0.001 <0.001 <0.001
1/7/03 <0.001 <0.001 <0.001 <0.001 <0.001
4/25/03 0.0018 <0.001 <0.001 <0.001 <0.001
7/16/03 <0.001 <0.001 <0.001 <0.001 <0.001
10/8/03 <0.001 <0.001 <0.001 <0.001 <0.001
1/27/04 <0.001 <0.001 <0.001 <0.001 <0.001
4/7/04 0.0018 <0.001 <0.001 <0.001 <0.001
7/9/04 <0.001 <0.001 <0.001 <0.001 <0.001

11/17/04 <0.001 <0.001 <0.001 <0.001 <0.001
2/14/05 <0.001 <0.001 <0.001 <0.001 <0.001
5/17/05 <0.001 <0.001 <0.001 <0.001 <0.001
8/30/05 <0.001 <0.001 <0.001 <0.001 <0.001
11/2/05 <0.001 <0.001 <0.001 <0.001 <0.001
2/7/06 <0.001 <0.001 <0.001 <0.001 <0.001
5/17/06 <0.001 <0.001 <0.001 <0.001 <0.001
8/30/06 <0.001 <0.001 <0.001 <0.001 <0.001
11/20/06 <0.001 <0.001 <0.001 <0.001 <0.001
2/7/07 <0.001 <0.001 <0.001 <0.001 <0.001

MW-15 8/9/01 110.0 1.5 13.0 0.13 1.4
2/25/02 96.0 <1.0 5.4 <1.0 <1.0
5/28/02 72.0 0.69 3.4 <0.05 0.25
7/17/02 0.0028 <0.001 <0.001 <0.001 <0.001
9/17/02 <0.001 <0.001 <0.001 <0.001 <0.001
1/7/03 0.0013 <0.001 <0.001 <0.001 <0.001
4/25/03 <0.001 <0.001 <0.001 <0.001 <0.001
7/16/03 <0.005 <0.005 <0.005 <0.005 <0.005
10/8/03 30.0 <0.1 <0.1 <0.1 <0.1
1/28/04 0.0085 <0.001 <0.001 <0.001 <0.001
4/8/04 0.006 <0.001 <0.001 <0.001 <0.001
7/14/04 <0.001 <0.001 <0.001 <0.001 <0.001
11/16/04 2.8 <0.005 <0.005 <0.005 <0.005
2/10/05 17.0 0.083 0.410 <0.05 <0.05
5/18/05 30.0 0.430 1.1 <0.250 <0.250
11/3/05 16.0 0.810 3.9 0.330 0.110
2/7/06 2.4 0.130 70.0 0.800 0.270
5/17/06 0.98 0.033 80.0 1.500 0.520
8/29/06 1.8 <0.5 63.0 <0.5 11.0
11/20/06 <0.05 <0.05 7.4 0.330 2.0
2/7/07 0.090 0.026 0.710 <0.025 0.930
5/14/07 0.270 0.076 6.600 0.076 1.600
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Table F-1
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Monitoring Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
Well Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.005 0.005 0.07 0.1 0.002

330 160 16,000 10,000 3.6

Tier 1 GWGWIng Critical PCL 
without MSD

Tier 1 AirGWInh-V Critical 
PCL with MSD

9/5/07 19.000 2.400 35.000 <0.10 4.200
MW-15 11/27/07 4.300 1.800 29.000 0.170 3.700

(Continued) 2/19/08 21.000 2.900 39.000 <0.250 2.600
9/3/08 17.000 3.400 14.000 0.490 2.000

MW-16 8/9/01 <0.001 <0.001 0.0039 <0.001 <0.001
2/25/02 0.0068 0.001 0.0045 <0.001 <0.001
5/28/02 0.005 <0.001 0.0042 <0.001 <0.001
7/17/02 <0.001 <0.001 0.0033 <0.001 <0.001
9/17/02 <0.001 <0.001 0.002 <0.001 <0.001
1/7/03 <0.001 <0.001 0.0024 <0.001 <0.001
4/25/03 0.0021 <0.001 0.0035 <0.001 <0.001
7/16/03 0.0026 <0.001 0.0035 <0.001 <0.001
10/8/03 <0.001 <0.001 0.0017 <0.001 <0.001
1/27/04 0.0014 <0.001 0.0017 <0.001 <0.001
4/8/04 0.0045 <0.001 0.0022 <0.001 <0.001
7/9/04 0.0084 0.011 0.0250 <0.001 <0.001

11/16/04 <0.001 <0.001 0.0011 <0.001 <0.001
2/9/05 <0.001 <0.001 0.0260 <0.001 0.0041
5/17/05 0.001 0.002 0.0540 <0.001 0.0056
8/30/05 <0.001 <0.001 0.0130 <0.001 0.0012
11/2/05 <0.001 <0.001 0.0120 <0.001 0.0021
2/7/06 <0.005 <0.005 0.0330 <0.005 <0.005
5/17/06 <0.001 <0.001 0.005 <0.001 0.025
8/30/06 <0.001 <0.001 0.003 <0.001 0.003
11/20/06 <0.001 <0.001 0.0016 <0.001 0.0013
2/5/07 <0.001 <0.001 <0.001 <0.001 <0.001

MW-17 8/9/01 21.0 0.49 5.6 0.11 0.79
2/25/02 7.6 0.19 2.3 <0.1 <0.1
5/28/02 13.0 0.38 5.2 0.079 0.52
7/17/02 14.0 0.36 2.9 0.069 0.26
9/17/02 15.0 0.45 5.4 0.078 0.76
1/7/03 8.2 0.45 2.0 0.069 0.66
4/25/03 24.0 0.51 5.0 0.083 0.53
7/16/03 44.0 1.1 8.6 0.11 1.1
10/8/03 31.0 0.5 5.0 <0.25 <0.25
1/27/04 34.0 1.5 7.4 0.14 1.3
4/7/04 43.0 0.83 7.7 <0.25 0.65
7/9/04 16.0 0.85 6.9 <0.10 0.55
10/6/04 1.1 0.33 1.1 0.0089 0.093
11/11/04 0.1 0.05 0.150 0.0029 0.013
12/21/04 0.98 0.37 2.100 0.017 0.090
2/9/05 0.5 0.084 0.54 0.011 0.0035
3/17/05 0.26 0.049 0.29 0.003 <0.005
5/17/05 0.18 0.039 0.21 0.002 0.0054
8/31/05 0.079 0.010 0.055 <0.001 0.0038
11/3/05 0.059 0.0067 0.029 0.0012 0.0028
2/7/06 0.024 0.0061 0.021 <0.001 0.0015
5/17/06 0.250 0.047 0.370 0.006 0.140
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Table F-1
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Monitoring Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
Well Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.005 0.005 0.07 0.1 0.002

330 160 16,000 10,000 3.6

Tier 1 GWGWIng Critical PCL 
without MSD

Tier 1 AirGWInh-V Critical 
PCL with MSD

8/30/06 0.120 0.019 0.750 0.016 0.320
MW-17 11/20/06 0.110 0.017 0.280 0.0074 0.100

(Continued) 2/6/07 0.150 0.032 0.340 0.0035 0.036
5/14/07 0.075 0.057 0.310 0.0022 0.042
9/5/07 0.037 0.006 0.580 0.0035 0.030

11/26/07 0.0046 <0.001 0.120 0.0014 0.031
2/19/08 0.0016 0.0034 0.110 0.0028 0.025
5/30/08 0.0014 0.0042 0.350 0.0046 0.120
9/2/08 0.0054 <0.005 0.280 <0.005 0.050

MW-18 8/9/01 0.033 <0.001 <0.001 <0.001 <0.001
2/25/02 0.064 0.0035 0.0046 <0.001 <0.001
5/28/02 0.070 0.0024 0.0025 <0.001 <0.001
7/17/02 0.041 0.0016 0.001 <0.001 <0.001
9/17/02 0.028 <0.001 <0.001 <0.001 <0.001
1/7/03 0.041 <0.001 <0.001 <0.001 <0.001
4/25/03 0.041 <0.001 <0.001 <0.001 <0.001
7/16/03 0.040 <0.001 <0.001 <0.001 <0.001
10/8/03 0.036 <0.001 <0.001 <0.001 <0.001
1/27/04 0.030 <0.001 <0.001 <0.001 <0.001
4/8/04 0.033 <0.001 <0.001 <0.001 <0.001
7/9/04 0.023 <0.001 <0.001 <0.001 <0.001
10/7/04 0.015 <0.001 <0.001 <0.001 <0.001
11/15/04 0.0054 <0.001 <0.001 <0.001 <0.001
2/9/05 0.0084 <0.001 <0.001 <0.001 <0.001
5/17/05 0.009 <0.001 <0.001 <0.001 <0.001
8/30/05 0.0027 <0.001 <0.001 <0.001 <0.001
11/2/05 0.0029 <0.001 <0.001 <0.001 <0.001
2/8/06 0.010 <0.005 0.0055 <0.005 <0.005
5/17/06 <0.001 <0.001 0.003 <0.001 <0.001
8/30/06 <0.001 <0.001 0.0018 <0.001 <0.001
11/20/06 <0.001 <0.001 0.0012 <0.001 <0.001
2/6/07 <0.001 <0.001 0.0014 <0.001 <0.001
5/14/07 <0.001 <0.001 0.0019 <0.001 <0.001
9/5/07 <0.020 <0.020 <0.020 <0.020 <0.020

11/27/07 <0.001 <0.001 <0.001 <0.001 <0.001
2/20/08 <0.001 <0.001 0.001 <0.001 <0.001
5/30/08 <0.00049 <0.00025 0.001 <0.00035 0.00087 J
9/2/08 <0.001 <0.001 <0.001 <0.001 <0.001

MW-19 8/9/01 <0.001 <0.001 <0.001 <0.001 <0.001
2/25/02 0.006 <0.001 <0.001 <0.001 <0.001
5/28/02 0.004 <0.001 <0.001 <0.001 <0.001
7/17/02 <0.001 <0.001 <0.001 <0.001 <0.001
9/17/02 <0.001 <0.001 0.001 <0.001 <0.001
1/7/03 0.001 <0.001 0.0019 <0.001 <0.001
4/25/03 0.002 <0.001 <0.001 <0.001 <0.001
7/16/03 0.001 <0.001 0.0022 <0.001 <0.001
10/8/03 <0.001 <0.001 0.0027 <0.001 <0.001
1/27/04 0.0013 0.0012 0.0027 <0.001 <0.001
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Table F-1
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Monitoring Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
Well Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.005 0.005 0.07 0.1 0.002

330 160 16,000 10,000 3.6

Tier 1 GWGWIng Critical PCL 
without MSD

Tier 1 AirGWInh-V Critical 
PCL with MSD

4/7/04 0.0024 <0.001 0.0018 <0.001 <0.001
7/13/04 <0.001 <0.001 0.0012 <0.001 <0.001

MW-19 11/17/04 0.0012 <0.001 <0.001 <0.001 <0.001
(Continued) 2/9/05 <0.001 0.0017 0.0031 <0.001 <0.001

5/18/05 <0.001 <0.001 <0.001 <0.001 <0.001
8/30/05 <0.001 <0.001 0.0016 <0.001 <0.001
11/2/05 <0.001 <0.001 0.0018 <0.001 <0.001
2/9/06 0.0026 0.0019 0.041 <0.001 <0.001
5/18/06 0.0011 0.0013 0.035 <0.001 0.0083
8/29/06 0.0011 0.0021 0.015 <0.001 0.0034
11/21/06 0.001 0.0022 0.015 <0.001 0.0026
2/7/07 <0.001 0.0018 0.020 <0.001 0.0032

MW-20 8/9/01 1.5 0.15 0.58 0.014 0.065
2/25/02 0.0038 <0.001 <0.001 <0.001 <0.001
5/28/02 <0.001 <0.001 <0.001 <0.001 <0.001
7/17/02 0.0011 <0.001 <0.001 <0.001 0.0011
9/17/02 0.012 <0.001 <0.001 <0.001 <0.001
1/7/03 0.099 <0.001 <0.001 <0.001 <0.001
4/25/03 0.15 0.0016 0.0035 <0.001 <0.001
7/16/03 0.3 <0.001 <0.001 <0.001 <0.001
10/8/03 0.54 0.053 0.180 0.0028 0.014
1/27/04 0.41 0.044 0.160 0.0022 0.01
4/7/04 0.43 0.025 0.100 <0.001 <0.001
7/13/04 0.55 0.056 0.160 0.0031 0.015
10/6/04 0.29 0.029 0.150 0.0019 0.011
11/17/04 0.59 0.046 0.170 0.0054 0.021
12/21/04 0.98 0.057 0.260 <0.010 0.021
2/9/05 0.53 0.050 0.170 0.0039 0.016
3/17/05 0.80 0.078 0.250 0.0051 0.028
5/19/05 0.50 0.047 0.160 0.0018 0.0055
9/1/05 0.22 0.028 0.081 0.0016 0.0046
11/3/05 0.018 0.0026 0.094 0.011 0.0019
2/9/06 0.005 <0.005 0.270 <0.005 <0.005
5/18/06 <0.001 <0.001 0.007 <0.001 0.004
8/29/06 <0.001 <0.001 0.012 <0.001 <0.001
11/21/06 <0.001 <0.001 0.0054 <0.001 0.0016
2/7/07 <0.001 <0.001 0.006 <0.001 <0.001
5/14/07 <0.001 <0.001 0.0059 <0.001 <0.001
9/6/07 0.007 <0.005 0.0110 <0.005 <0.005

11/27/07 <0.001 <0.001 0.0026 <0.001 0.020
2/20/08 <0.001 <0.001 0.0041 0.0012 0.0045
5/30/08 <0.00049 <0.00025 0.0034 0.0012 0.00034 J
9/2/08 <0.001 <0.001 0.0017 0.0012 <0.001

MW-21 10/1/01 0.013 <0.001 0.0029 <0.001 <0.001
2/25/02 0.43 0.03 0.12 0.0025 0.015
5/28/02 0.86 0.079 0.26 0.0069 0.0093
7/17/02 0.098 0.0079 0.023 <0.001 0.0097
9/17/02 0.024 0.002 0.011 <0.001 0.005
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Table F-1
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Monitoring Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
Well Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.005 0.005 0.07 0.1 0.002

330 160 16,000 10,000 3.6

MW-1 2/5/99 0.74 0.11 1.7 0.034 0.2
6/24/99 0.92 0.11 2.1 0.045 0.16
11/28/00 0.29 0.075 0.88 0.015 0.064
2/27/01 0.52 0.075 1.2 0.013 0.12
8/9/01 0.74 0.14 1.4 0.023 0.22
2/25/02 0.0011 <0.001 <0.001 <0.001 <0.001
5/28/02 0.31 <0.001 <0.001 <0.001 <0.001
7/17/02 <0.001 <0.001 <0.001 <0.001 <0.001
9/17/02 0.016 0.001 0.009 <0.001 <0.001
1/7/03 0.1 0.021 0.17 0.0023 0.017

MW-1R 2/3/03 2.2 0.33 2.2 0.034 0.23
4/25/03 12.0 1.3 9.2 0.098 0.69
7/16/03 20.0 3.9 33.0 0.38 3.7
10/8/03 20.0 2.6 38.0 0.35 2.7
1/27/04 15.0 3.800 43.0 0.72 3.9
4/7/04 16.0 3.100 39.0 0.38 4.0
7/14/04 13.0 2.900 24.0 0.27 2.9
10/6/04 6.3 1.400 52.0 <0.25 5.3
11/15/04 0.54 0.680 12.0 0.210 0.630
12/21/04 0.11 0.026 0.37 0.0055 0.028
2/10/05 0.12 0.039 0.3 0.0078 0.047
5/17/05 0.031 0.007 0.072 <0.001 0.009
8/31/05 0.027 0.008 0.380 0.0037 0.030
11/3/05 0.013 0.0045 0.530 0.027 0.052
2/8/06 0.0013 0.001 2.1 0.023 0.150
5/17/06 0.0016 <0.001 4.0 0.180 1.400
8/30/06 <0.001 <0.001 0.9 0.024 0.170
11/20/06 <0.005 <0.005 0.520 0.0058 0.190
2/7/07 0.001 0.0036 0.190 0.0011 0.080
5/14/07 <0.001 0.0033 0.370 0.0014 0.150
9/5/07 <0.001 0.0047 0.810 0.0027 0.370

11/26/07 <0.001 0.0034 3.600 0.0180 0.570
2/19/08 0.014 0.023 6.900 0.240 1.0
5/30/08 0.0067 0.0096 11.000 0.028 2.3
9/2/08 0.270 0.330 20.0 0.140 3.7

MW-2 6/24/99 0.017 0.0012 0.015 <0.001 0.011
11/29/00 0.034 <0.001 0.018 <0.001 0.012
2/27/01 0.0045 <0.001 0.018 <0.001 0.012
8/9/01 0.0061 0.0011 0.018 <0.001 0.016
2/25/02 0.010 <0.001 0.018 <0.001 0.013
5/28/02 0.012 <0.001 0.021 <0.001 0.015
7/17/02 0.0051 <0.001 0.018 <0.001 0.018
9/17/02 0.004 <0.001 0.016 <0.001 0.013
1/7/03 0.0038 <0.001 0.015 <0.001 0.013
4/25/03 <0.010 <0.010 <0.010 <0.010 <0.010
7/16/03 <0.001 <0.001 <0.001 <0.001 <0.001

Tier 1 GWGWIng Critical PCL 
without MSD

Tier 1 AirGWInh-V Critical 
PCL with MSD
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Table F-1
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Monitoring Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
Well Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.005 0.005 0.07 0.1 0.002

330 160 16,000 10,000 3.6

Tier 1 GWGWIng Critical PCL 
without MSD

Tier 1 AirGWInh-V Critical 
PCL with MSD

1/7/03 0.0077 0.0043 0.0094 <0.001 <0.001
4/25/03 0.0082 0.0024 0.0034 <0.001 <0.001
7/16/03 0.0024 <0.001 <0.001 <0.001 <0.001

MW-21 10/8/03 0.0010 <0.001 <0.001 <0.001 <0.001
(Continued) 1/27/04 0.0031 <0.001 <0.001 <0.001 <0.001

4/7/04 0.0029 <0.001 <0.001 <0.001 <0.001
7/9/04 <0.001 <0.001 <0.001 <0.001 <0.001

11/17/04 <0.001 <0.001 <0.001 <0.001 <0.001
2/9/05 <0.001 <0.001 <0.001 <0.001 <0.001
5/19/05 <0.001 <0.001 <0.001 <0.001 <0.001
8/30/05 <0.001 <0.001 <0.001 <0.001 <0.001
11/2/05 <0.001 <0.001 <0.001 <0.001 <0.001
2/9/06 <0.001 <0.001 <0.001 <0.001 <0.001
5/18/06 <0.001 <0.001 <0.001 <0.001 <0.001
8/29/06 <0.001 <0.001 <0.001 <0.001 <0.001
11/21/06 <0.001 <0.001 <0.001 <0.001 <0.001
2/7/07 <0.001 <0.001 <0.001 <0.001 <0.001

MW-22 10/1/01 3.3 0.11 0.76 <0.001 0.15
2/25/02 2.6 0.2 0.9 <0.1 <0.1
5/28/02 2.4 0.28 1.1 0.013 0.11
7/17/02 4.4 0.39 1.4 0.016 0.25
9/17/02 1.7 0.44 0.84 0.016 0.088
1/7/03 2.4 0.64 1.9 0.011 0.17
4/25/03 1.5 0.2 0.38 <0.005 <0.005
7/16/03 <0.001 <0.001 <0.001 <0.001 <0.001
10/8/03 0.072 <0.001 <0.001 <0.001 <0.001
1/27/04 1.8 0.22 0.62 <0.005 0.032
4/7/04 1.8 0.027 0.079 <0.005 <0.005
7/9/04 1.9 0.430 0.860 <0.010 0.089
10/6/04 1.8 0.260 1.300 <0.010 0.160
11/17/04 5.5 0.870 2.800 0.035 0.210
12/21/04 6.0 0.730 2.900 <0.1 0.230
2/14/05 5.9 0.800 2.600 0.034 0.390
3/17/05 7.4 0.860 2.800 0.030 0.330
5/19/05 6.2 0.760 2.500 0.032 0.150
9/1/05 3.0 0.460 1.600 0.050 0.110
11/3/05 0.27 0.052 1.000 0.067 0.035
2/9/06 0.007 <0.005 2.900 0.028 0.075
5/18/06 0.0047 <0.001 0.069 0.016 0.120
8/29/06 0.027 0.018 0.350 0.013 0.031
11/21/06 0.0017 <0.001 0.019 0.013 0.0038
2/7/07 0.0014 <0.001 0.009 0.0088 0.002
5/14/07 <0.001 <0.001 0.015 0.0034 <0.001
9/6/07 0.0370 0.008 0.110 0.0027 0.110

11/27/07 0.0120 0.004 0.370 0.0056 0.130
2/20/08 <0.001 <0.001 0.0035 0.0092 0.100
5/30/08 0.00065 J 0.00033 J 0.0032 0.0007 J 0.00073 J
9/3/08 0.001 <0.001 0.0054 <0.001 <0.001
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Table F-1
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Monitoring Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
Well Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.005 0.005 0.07 0.1 0.002

330 160 16,000 10,000 3.6

Tier 1 GWGWIng Critical PCL 
without MSD

Tier 1 AirGWInh-V Critical 
PCL with MSD

MW-23 10/1/01 0.031 0.0025 0.011 <0.001 0.002
2/25/02 0.009 0.0012 0.003 <0.001 <0.001
5/28/02 0.015 0.0021 0.0066 <0.001 0.001
7/17/02 0.0019 <0.001 0.0012 <0.001 <0.001
9/17/02 0.003 <0.001 0.001 <0.001 <0.001
1/7/03 0.001 <0.001 <0.001 <0.001 <0.001
4/25/03 0.0025 <0.001 <0.001 <0.001 <0.001
7/16/03 0.008 0.0014 0.0027 <0.001 <0.001
10/8/03 0.041 <0.005 0.0074 <0.005 <0.005
1/27/04 0.0032 0.0011 0.0049 <0.001 <0.001
4/7/04 0.005 0.0017 0.0075 <0.001 0.0014
7/13/04 0.0041 0.0012 0.0055 <0.001 0.0011
11/17/04 <0.001 <0.001 <0.001 <0.001 <0.001
2/14/05 <0.001 <0.001 <0.001 <0.001 <0.001
5/19/05 0.0012 <0.001 <0.001 <0.001 <0.001
8/30/05 0.0024 <0.002 0.0026 <0.001 <0.001
11/2/05 <0.020 <0.020 <0.020 <0.020 <0.020
2/9/06 0.0055 0.0015 0.011 <0.001 0.0012
5/18/06 <0.001 <0.001 0.0053 <0.001 <0.001
8/29/06 0.0011 <0.001 0.0045 <0.001 <0.001
11/21/06 0.0015 <0.001 0.0032 <0.001 <0.001
2/7/07 <0.001 <0.001 0.0012 <0.001 <0.001
5/14/07 <0.001 <0.001 <0.001 <0.001 <0.001
9/6/07 <0.001 <0.001 <0.001 <0.001 <0.001

11/27/07 <0.001 <0.001 <0.001 <0.001 <0.001
2/21/08 <0.001 <0.001 <0.001 <0.001 <0.001
5/30/08 <0.00049 0.00079 J 0.0057 <0.00035 0.0009 J
9/3/08 <0.001 0.0010 0.011 <0.001 0.0011

Bold values exceed the laboratory limit of quantitation.
  Bold  exceeds GWGWIng PCL
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Table F-2
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Sample Sample Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
ID Depth (ft-bgs) Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.05 0.03 0.25 0.49 0.02

98 150 770 1,400 3.7

620 210 12,000 12,000 41

B1 5 11/23/98 <0.500 <0.500 <0.500 <0.500 <0.500
20 11/23/98 0.5256 <0.500 <0.500 <0.500 <0.500

B2 5 11/23/98 <0.500 <0.500 <0.500 <0.500 <0.500
B3 5 11/23/98 0.5933 <0.500 <0.500 <0.500 <0.500

TMW-1 8-10 02/05/99 <0.005 <0.005 <0.005 <0.005 <0.010
19 02/05/99 <0.005 <0.005 <0.005 <0.005 <0.010

HA-1 0-2 06/23/99 250.0 3.8 3.200 <0.500 <0.500
2-4 06/23/99 510.0 6.0 4.900 <0.500 <0.500
4-6 06/23/99 1.3 0.100 11.0 0.011 0.098

HA-2 0-2 06/25/99 0.0027 <0.001 1.100 0.0028 0.0076
2-4 06/25/99 <0.001 <0.001 0.260 0.0011 0.0011
4-6 06/25/99 <0.001 <0.001 0.330 <0.001 0.018

MW-2 0-2 07/01/99 <0.001 <0.001 <0.001 <0.001 <0.001
7.5-10 07/01/99 <0.001 <0.001 <0.001 <0.001 <0.001
17.5-20 07/01/99 <0.001 <0.001 <0.001 <0.001 <0.001

MW-3 0-2 07/01/99 <0.001 <0.001 <0.001 <0.001 <0.001
7.5-10 07/01/99 <0.001 <0.001 <0.001 <0.001 <0.001
17.5-20 07/01/99 <0.001 <0.001 <0.001 <0.001 <0.001

MW-4 0-2 07/01/99 <0.001 <0.001 <0.001 <0.001 0.0017
7.5-10 07/01/99 <0.001 0.0022 <0.001 <0.001 0.0043
17.5-20 07/01/99 0.004 0.0025 <0.001 <0.001 <0.001

MW-5 0-2 07/01/99 170.0 2.90 <0.001 <0.001 <0.001
2-5 07/01/99 25.0 0.270 <0.001 <0.001 <0.001

17.5-20 07/01/99 0.023 0.0023 <0.001 <0.001 <0.001
MW-6 0-2 07/01/99 <0.001 <0.001 <0.001 <0.001 <0.001

7.5-10 07/01/99 <0.001 0.011 <0.001 <0.001 0.0075
17.5-20 07/01/99 0.0061 0.0049 <0.001 <0.001 <0.001

GP-1 0-2 07/21/99 <0.001 <0.001 <0.001 <0.001 <0.001
4-6 07/21/99 <0.001 <0.001 <0.001 <0.001 <0.001
8-10 07/21/99 <0.001 <0.001 <0.001 <0.001 <0.001

GP-2 0-2 07/21/99 0.0011 <0.001 <0.001 <0.001 <0.001
4-6 07/21/99 0.0013 <0.001 <0.001 <0.001 <0.001
8-10 07/21/99 <0.001 <0.001 <0.001 <0.001 <0.001

GP-3 0-2 07/21/99 0.0023 <0.001 0.0019 <0.001 <0.001
4-6 07/21/99 0.010 0.0071 0.052 0.0013 <0.001
8-10 07/21/99 1.30 0.420 1.60 0.0085 0.110

GP-4 0-2 07/21/99 <0.001 <0.001 <0.001 <0.001 <0.001
4-6 07/21/99 <0.001 <0.001 <0.001 <0.001 <0.001
8-10 07/21/99 <0.001 <0.001 0.026 <0.001 0.0019

GP-5 0-2 07/21/99 <0.001 <0.001 <0.001 <0.001 <0.001
4-6 07/21/99 <0.001 <0.001 <0.001 <0.001 <0.001
8-10 07/21/99 <0.001 <0.001 <0.001 <0.001 <0.001

GP-6 0-2 07/21/99 0.0018 <0.001 0.030 <0.001 <0.001
4-6 07/21/99 0.0021 <0.001 0.017 <0.001 0.001
8-10 07/21/99 <0.001 <0.001 0.019 <0.001 0.0063

Tier 1 GWSoilIng Critical PCL without MSD

Tier 1 TotSoilComb Critical PCL with MSD

Tier 1 AirSoilInh-V Critical PCL with MSD
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Table F-2
Summary of Chlorianted Compounds in Groundwater

Former Golden Fleetwood Dry Cleaners
Houston, Texas
VCP No. 1160

Sample Sample Sample PCE TCE cis-1,2-DCE trans-1,2-DCE VC
ID Depth (ft-bgs) Date (mg/L) (mg/L) (mg/L) (mg/L) (mg/L)

0.05 0.03 0.25 0.49 0.02

98 150 770 1,400 3.7

620 210 12,000 12,000 41

Tier 1 GWSoilIng Critical PCL without MSD

Tier 1 TotSoilComb Critical PCL with MSD

Tier 1 AirSoilInh-V Critical PCL with MSD

GP-7 0-2 07/21/99 <0.001 <0.001 <0.001 <0.001 <0.001
4-6 07/21/99 <0.001 <0.001 <0.001 <0.001 <0.001
8-10 07/21/99 <0.001 <0.001 <0.001 <0.001 <0.001

GP-8 0-2 07/21/99 19.0 11.0 44.0 0.290 1.10
4-6 07/21/99 4.00 0.290 13.0 0.031 0.180

8-10' 07/21/99 7.00 1.80 46.0 0.180 0.980
MW-16 3-3.5' 08/02/01 <0.001 <0.001 <0.001 <0.001 <0.001
MW-17 3-3.5' 08/02/01 <0.001 <0.001 <0.001 <0.001 <0.001
MW-18 3-3.5' 08/02/01 <0.001 <0.001 <0.001 <0.001 <0.001
MW-19 8-10' 08/01/01 <0.001 <0.001 <0.001 <0.001 <0.001
MW-20 8-9' 08/01/01 <0.001 <0.001 <0.001 <0.001 <0.001
MW-21 4-5' 09/25/01 <0.001 <0.001 <0.001 <0.001 <0.001
MW-22 4-5' 09/25/01 <0.001 <0.001 <0.001 <0.001 <0.001
MW-23 4-5' 09/25/01 <0.001 <0.001 <0.001 <0.001 <0.001

Bold values exceed the laboratory limit of quantitation.
  Bold  exceeds GWGWIng PCL
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Appendix G – Plume Stability  

The shopping center at 8880 Bellaire (Site) has been affected by dissolved phase contaminants (one or 
more of PCE, TCE, cis-1,2-DCE, trans-1,2-DCE, 1,1-DCE and VC) in the soil and groundwater.  These 
contaminants are believed to be associated with the historic operations conducted in the former Golden 
Fleetwood Dry Cleaners tenant space.    

The groundwater impact in the shallow groundwater bearing unit has been delineated in all directions.   
Groundwater monitoring well MW-4 is the upgradient delineation point and groundwater monitoring well 
MW-17 is the downgradient delineation point.  Several monitor wells have been installed to determine the 
extent to which impacted groundwater has migrated off-site.  The results indicated that the plume had 
migrated off-site into the Bellaire Boulevard right-of-way but has since retracted and is now within the 
subject property.   

The subject plume has been remediated using a combination of technologies, including a dual phase 
groundwater extraction system, chemical oxidation and enhanced bioremediation.  These activities have 
significantly reduced the total mass of chlorinated solvents in groundwater, thereby reducing the potential 
for contaminant migration.  This is evident in the fact that the plume was once located in the Bellaire 
Boulevard right-of-way but has been reduced in size and is now confined to the subject property.  It is 
believed that the existing response actions have reduced the contaminant mass by more than 99.9%.  
Despite these substantial reductions, concentrations of site related compounds remain above the MSCs 
in certain on-site locations.  The area of impacted groundwater is not expanding and that there is no off-
site source contributing to the groundwater impacts.  

A comparison of the sampling results from as early as February 1999 through September 2008 indicates 
that the area of impact has reduced substantially over time.  COC concentrations in the source area well 
MW-15 have been decreasing over the sampling history of the site.  Based on the results of historical and 
recent groundwater sampling results, InControl Technologies does not expect any significant changes in 
the lateral distribution of impacted groundwater.   
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