ooH

HALF SECTION
UNDER PAVEMENT

PAVEMENT, BASE AND
SUBGRADE PER
STREET CUT DETAILLS

SYMMETRICAL
ABQUT

!

HALF SECTION UNDER

. o

NATURAL GROUND

SOD OR SEED (AS REQUIRED) PER
COH STANDARD
SPECIFICATIONS

NATURAL GROUND

% .

- g
S S
-

-

o .
—
—

S Sy VRS
Sy >

— \i--//i
\[:/ i \!_«/

-~

Sy
\1,.

~1!
N

P

o

\J....

Y

> >

>

R R R
S S S

SPECIFICATIONS .-/

o1

-

{

1 \3.‘2."/

\YS \,{_,

N \/_
\L_-:

WoBL

\
=3

fuf pek
COH STANDARD

>
i

4=

R\

\

\!_..

4\
N

12"

* SEE COH STANDARD

SPECIFICATION 02317

e g
N
>

| b P SN !

O ’._ "-."" T

NN

S~ uN L T
8 A

o T
SN
'.--.\L-

VARIES

DEPTH OF TRENCH

| SPRING LINE

EMBEDMENT MATERIAL
PER COH STANDARD

SPECIFICATIONS

DRY BOTTOM

/

CITY OF HOUSTON

DEPARTMENT OF PUBLIC WORKS AND ENGINEERING

WATER DISTRIBUTION MAIN
BEDDING AND BACKFILL FOR
OPEN CUT TRENCHES
(NOT TO SCALE)

%ITY ENGINEER E EC'E é PUBLI;
WORKS AND ENGINEERING

EFF DATE:JUL—01-2010 [OWG No: 02317—04




