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CITY OF HOUSTON

STANDARD SPECIFICATION         


            PHOTOELECTRIC CELL

SECTION 16723

PHOTOELECTRIC CELL

PART 1     GENERAL

1.01
 SECTION INCLUDES


This Item covers furnishing and installing photoelectric cells for operating down lights, dimming signal lights, and operating street lighting.  Photoelectric cells shall be installed with all new traffic signals and all new sign lights.

1.02
     UNIT PRICES

A. Measurement  

This Item will be measured as each “Photoelectric Cell” complete in place.

B. Payment 

The work performed and materials furnished in accordance with this item and measured as provided under “Measurement” will be paid for at the unit price bid for “Photoelectric Cell.”  This price shall be full compensation for constructing, furnishing and installing the photoelectric cell and for all photoelectric cell cable (3C #14AWG), tools, equipment, and incidentals necessary to complete the work.

PART 2     PRODUCTS

2.01
MATERIALS


This item shall consist of a two piece unit consisting of a photoelectric cell and socket.  Photoelectric cell shall have a built-in lightning arrestor.  The installed unit shall not be affected by vehicle headlights.  An Intermatic 5U793, or equal, shall be provided.   Cable for connecting the photoelectric cell to the traffic signal controller cabinet shall be 4 conductor AWG #14, IMSA certified.  

PART 3     EXECUTION

3.01         INSTALLATION

Photoelectric cells shall be installed, as shown on the drawings, or at the top of the controller.  Cable shall be installed between the photoelectric cell and the traffic signal controller cabinet.  The cable shall be labeled and terminated on the appropriate terminal block within the cabinet.
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