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Disinfection of Water Mains Checklist [image: image2.png]



Project #: _____________________ Exhibit: ______ Location: ____________________________________

Project Manager / Inspector *: ________________             __     Contractor:_________________________   

            (Print name)

You must be able to check Yes to all questions before requesting disinfection of water mains














Yes
N/A

1. Construction is completed and the water mains have been laid as shown on the drawings.

      Water mains shown in Exhibit _____ are free of dirt and debris.


            (          (
2. A chlorine riser has been installed at the beginning of the new main.  It is located in a

manner that it can be reached conveniently from a chlorination trailer.  The corporation

cock is turned on.










(
  (
3. A water supply riser is installed on a live line within twenty (20) feet of the chlorine riser.

The corporation cock is turned on.







(
  (
4. Blow-offs with minimum diameter of two (2) inches, or greater, are installed at each end, 

      and at every one thousand (1,000) feet of the new mains.  They are large enough for the 

      size of pipe used and length of main laid.  They are safely accessible.  Handwheel valve 

      is installed three (3) feet above grade on each one of them.  The corporation cocks are 

      turned on.











(
  (
5. Adequate drainage is provided for blow-offs, and fire hydrants, so that it will not flood 

private property or other construction site.






(
  (
6. An operator can reach all valves with a valve key.  Stacks, if used, are straight and clean.

      There is no dirt or debris covering the operating nuts.  There are not any large holes full of

      water or anything else to prevent reaching the valve.





(
  (
7. Wet connection valve is installed and existing water supply is adequate for proper 

disinfection.










(
  (
8. Any interconnection valves located on the water mains to be chlorinated are closed.

(
  (
Project Manager / Inspector *: _____________________________________ Date: _____/______/_____







*:  Project Manager / Inspector must be a COH authorized project manager or inspector.

                                                                                                                                                                                                            Effective July 2008

